
PHPS
STANDARD MECHANICAL SEALS WITH SEGMENTED RING TECHNOLOGY FOR PIPES

The Faster and Easier Installation Alternative 
to Modular Style Seals 

PHPS segmented ring technology 
allows the fitting of numerous pipe 
sizes within a single seal without 
the need to consult a sizing chart. 
An excellent option to keep in 
inventory or on service trucks. 

FEATURES AND BENEFITS

•	SINGLE SOLUTION 
Ideal for smaller pipes or 
multiple pipe OD’s covered 
with one seal 

•	RELIABLE 
Completely gastight 
and watertight

•	REDUCES LABOR 
Cuts installation time down

•	OPTIONS
Designed for PVC, GRC, 
and Cast Iron pipe ODs
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If OD or ID requirements fall outside the ranges listed, please contact us for additional solutions.  polywater-haufftechnik.com

CORE DRILL 
HOLE/ WALL

SLEEVE ID

NUMBER OF 
OPENINGS

TRADE SIZE OF 
PIPE PIPE OD CATALOG

NUMBER

3”- 3.09”
(76.2 - 78.49 mm)

1 ⅜",½” (Copper Tubing)

½”, ¾”,1”, 1 ¼”
0.5”/0.625”/0.866"/1.02"/1.33”/1.65" 

(13/16/22/26/34/42 mm)
PHPS-3

4” – 4.05”
(101.6-102.87 mm)

1
½”, ¾”,1”, 1 ¼”, 

1 ½”, 2”
0.84”/1.05”/1.315”/1.66”/1.99”/2.375”

(22/26/34/42/50/60 mm)
PHPS-4

5” – 5.073”
(127-128.85 mm)

1 1 ½”, 2”, 2 ½”, 3”
1.99”/2.375”/ 2.875”/ 3.5”

( 50/60/74/90 mm)
PHPS-5

6” – 6.093”
(152.4-154.76 mm) 1 2”, 2 ½”, 3”, 4”

2.375”/ 2.875”/ 3.5”/ 4.5”
(60/74/90/114 mm)

PHPS-6

PHPS-3 PHPS-5 PHPS-6
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American Polywater Corporation 
11222 60th Street N. 
Stillwater, MN 55082 USA

+1 800-328-9384 Toll Free 
+1 651-430-3634 Fax 
email: support@polywater.com
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